FLUORESCENT F LO RA

80 LUMENS / WATT

Fluorescent light sources emit a
bright light that helps attention and

- I
concentration ; they give off only a ﬁ,ﬂ ==
little heat. W -

Tilting head

(With synthetic glass protective tube cover)

This fluorescent light provides
excellent diffuse lighting. Its tiltable
head allows you to easily direct the
light. The incorporated electronic
ballast avoids flickering and
stroboscopic effects. A perfect lamp
for offices, workstations, visually
impaired people and medical

practices.
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Watts 18 W 18w ¥ = 100w ¥
Kelvins 4000 K
Lumens 1188 Im
Tube lifetime (G24g2) 8000 hours minimum
Color Rendering Index (IRC) 90
Mounting accessories 1,2,3,4,56,7,89,10, 11,12
Cable length 3 meters
Insulation Class Il
Available colours Ce
Lamp head size 104 x 229 mm
Lamp base size 69 x 69 x 115 mm
Interaxial spacing (4 holes on lamp’s base) 54,5 mm
CODES Distance Lux llluminated field
on/ off Contactiess 30 cm 2200 90 x 90 cm
switch switch 50 cm 900 100 x 100 cm
Flexible gooseneck FLU18654 FLU18654-ISC 100 cm 300
650 mm

e Flexible gooseneck ~ FLU181004  FLU181004-ISC )
@ l|_|] 1000 mm Susca
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