HALOGEN J U LIA

This halogen light has two bulbs. The two-way switch allows you to change from a
large beam (36°) to a focused beam (10°). This feature opens up many possibilities
such as allowing different types of medical examinations with one light, and is for
dermatologists in particular.

Dichroic source 12 V /35 W, OSRAM GU 4 Decostar high-performance (with UV filter).
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f L On trolley base (1)
Watts 35 W Large beam 36°, base GU 4
Distance Lux llluminated
Kelvins 3000° K field
Lumens 700 Im 30 cm 12 000 20 cm
Bulb lifetime 4000 hours min. 50 cm 5 000 40 cm
Colour Rendering Index (IRC) 100 100 cm 1300 60 cm
Mounting accessories 1,2,3,4,56,7,8, Focused beam 10°, base GU 4
9,10, 11,12 i llluminated

Cable length 3 meters Distance B field
Insulation Class Il 30 cm 57 000 5cm
Available colours @) 50 cm 23 000 10 cm
Lamp head size 110 x 100 mm 100 cm 6 000 20 cm
Lamp base size 69 x 69 x 115 mm CODES
Interaxial spacing 54,5 mm
(4 holes on lamp’s base) Flexible 650 mm HAL35651

\‘9 Li 511G QWE) Flexible 1000 mm HAL351001
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